
DIH-C-200-1.0 Fire Rated Expansion Joint

(Floor-to-Wall / 1" Corner)

PYRO-FLEX FIRE BARRIER

PF-2018F-SC-2-1 (2 HOUR)

*

1.25" [32mm]

IMPORTANT DIMENSION -

ACHIEVE REQUIRED DEPTH

BY EXACT FORMING, GRINDING,

MILLING OR LEVELING BED

0.375"[10mm] X 3.00"[76mm]

SCREW BOLT

@ 18"[457mm] O.C.

*

STRUCTURAL BASE FRAME

FINISHED FLOOR SURFACE

(SUPPLIED BY OTHERS)

POWERS-RAWL 0.25" X 1.75" PFH

SILVER PERMASEAL TAPPER ANCHOR

DUAL INTERLOCKING

HINGE COVERS

RUBBER VIBRATION DAMPERS

ADJUST DEPTH TO RECEIVE

FINISHED FLOOR MATERIAL

**

**

Set Back

Blockout

REVERSIBLE WALL MOUNT HINGE FRAME

1.00" [25mm]

3.875" [98mm]

NOMINAL SIGHT LINE

3.625" [92mm]

4.00" [102mm]

2.00"[51mm] Nominal

1.625"[41mm] Minimum

2.375"[60mm] Maximum

2.50"[64mm] Seismic Max

OPTIONAL LOKCRETE INFILL

(ORDER SEPARATELY)

LISTED AND LABELED WITH INTERTEK LABORATORIES
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PYRO-FLEX FIRE BARRIER

PF-2018F-SC-2-1 (2 HOUR)

DIH-C-200-0.5 Fire Rated Expansion Joint

(Floor-to-Wall / 0.50" Corner)

*

1.25" [32mm]

IMPORTANT DIMENSION -

ACHIEVE REQUIRED DEPTH

BY EXACT FORMING, GRINDING,

MILLING OR LEVELING BED

0.375"[10mm] X 3.00"[76mm]

SCREW BOLT

@ 18"[457mm] O.C.

*

STRUCTURAL BASE FRAME

FINISHED FLOOR SURFACE

(SUPPLIED BY OTHERS)

2.00"[51mm] Nominal

1.625"[41mm] Minimum

2.375"[60mm] Maximum

2.50"[64mm] Seismic Max

POWERS-RAWL 0.25" X 1.75" PFH

SILVER PERMASEAL TAPPER ANCHOR

DUAL INTERLOCKING

HINGE COVERS

RUBBER VIBRATION DAMPERS

ADJUST DEPTH TO RECEIVE

FINISHED FLOOR MATERIAL

**

**

Set Back

Blockout

REVERSIBLE WALL MOUNT HINGE FRAME

3.875" [98mm]

NOMINAL SIGHT LINE

0.50" [13mm]

3.625" [92mm]

4.00" [102mm]

OPTIONAL LOKCRETE INFILL

(ORDER SEPARATELY)

LISTED AND LABELED WITH INTERTEK LABORATORIES
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