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FX-K-2-1_STUD_2HWPF_SS 2" 1" 1.5" 2.5" 3.0" 2" EJMW1317

3"

[76mm]

WALL TACK ANGLE

WTA15

1"

[25mm]

  IMPORTANT LIFE SAFETY PRODUCT NOTE

                          PF-2018CW-SC-2-1

TO ACHIEVE RATING, 2-HOUR FIRE BARRIER

MUST BE INSTALLED IN 2-HOUR RATED WALL.

BARRIERS MUST BE INSTALLED IN STRICT

ACCORDANCE WITH TYPICAL WALL FIRE

BARRIER INSTALLATION INSTRUCTIONS

PROVIDED IN THIS SUBMITTAL.

INTERTEK DESIGN NO. MM/EJV 120-03

         IMPORTANT LIFE SAFETY NOTE

          NOTE 2 BARRIERS REQUIRED.

MINIMUM WALL DEPTH REQUIRED FOR RATING:

5" FOR SINGLE SIDE INSTALLATION (SHOWN)

ARCHITECT / CONTRACTOR MUST VERIFY PRIOR

TO FABRICATION

SLIDE

(885)

8560

SEAL VINYL BULB

9202

5 1/2"

[140mm]

5/8"

[16mm]

1 3/4"

[44mm]

ALUMINUM COVER

(10)

8009

1 3/4" STEEL FRAME

w/ TINNERMAN CLIP

Model:

RIGHTS OF DESIGN

All rights of design, detail, engineering and/or
invention contained herein are the property of MM

Systems Corporation and hereby reserved and are not
to be reproduced or provided to any other party.  MM
Systems Corporation reserves the right to amend or
withdraw any information contained herein without
notice and will not be liable for any inaccuracy or

ambiguity of said information.
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