
LOKCRETE ELASTOMERIC

EMBED MATERIAL - RECOMMENDED

0.125" X 1.25"X1.25" STAINLESS STEEL

ARMORED EDGE ANGLE

0.125" SLOPE

[3mm]

0.25"(6mm) X 0.75"(19mm)

STAINLESS STEEL SCREW

@ 12"(305mm) O.C. STAGGERED

0.375" X 3" WEDGE BOLT ANCHOR

3.00"

[76mm]

3.50"

[89mm]

JO

1.625"

[41mm]*

*

IMPORTANT DIMENSION - ARCHIVE

REQUIRED DEPTH BY EXACT FORMING,

GRINDING, MILLING OR STRUCTURAL

LEVELING BED

SD

ASB Series Expansion Joint

(Slab-to-Slab)

30 mil X 2" MICROWATERSEAL TAPE

(BOTH SIDES)

CONTINUOUS LOCKING

ELASTOPRENE WING SEAL

60 MIL X 1.00" MICROWATERSEAL TAPE (BOTH SIDES)

BLOCKOUT REPAIR (BY OTHERS)

*

  IMPORTANT LIFE SAFETY PRODUCT NOTE

                            PF-2018F-SC

2-HOUR FIRE BARRIER MUST BE INSTALLED IN

2-HOUR RATED SLAB WITH MINIMUM 4.50" JOINT

FACE. BARRIERS MUST BE INSTALLED IN

STRICT ACCORDANCE WITH MM SYSTEMS FIRE

BARRIER INSTALLATION INSTRUCTIONS AND IN

ACCORDANCE TO IBC TABLE 721.2.2.1 "MINIMUM

SLAB THICKNESS"  (CONTACT FACTORY FOR

OTHER STYLES OF FIRE BARRIER)

*

**

*

        PF-2018F-SC

SECONDARY WATER CONTAINMENT

60 mil FABRIC REINFORCED

RUBBER GUTTER

Model Nominal Nominal Thermal Movement (JO T) Seismic Movement (JO S) Total (JOΔ) Seal Depth

Number (JON) (SLN) Minimum Maximum Minimum Maximum Movement (SD)

ASB-250 1.50 38 4.00 102 0.75 19 2.50 64 0.75 19 3.25 83 2.50 64 2.50 64

ASB-350 2.00 57 4.75 121 1.00 25 3.50 89 1.00 25 4.25 108 3.25 83 2.50 64

ASB-450 3.00 76 5.50 140 1.50 38 4.50 114 1.50 38 5.50 140 4.00 102 2.50 64

ASB-550 4.00 102 6.50 165 1.50 38 5.50 140 1.50 38 6.50 165 5.00 127 2.50 64

Dimension shown in inches (bold) and millimeters. JO = Joint Opening. SL = Sight Line.  Color Options for rubber seals are Black or Special Order Gray.
Elevation Tolerance - Surface areas two feet on each side of the expansion joint opening shall have identical elevations creating flush slab-to-slab transition.

SL

SEAL PROFILES

250 SEAL

350 SEAL

450 SEAL

550 SEAL

RIGHTS OF DESIGN

All rights of design, detail, engineering and/or
invention contained herein are the property of MM

Systems Corporation and hereby reserved and are not
to be reproduced or provided to any other party.  MM
Systems Corporation reserves the right to amend or
withdraw any information contained herein without
notice and will not be liable for any inaccuracy or

ambiguity of said information.
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