
3.00"

[76mm]

4.375"

[111mm]

0.50"[13mm] MINIMUM

2.50"[64mm] NOMINAL

4.50"[114mm] MAXIMUM

16.0625"

[408mm]

9.75"

[248mm]

*
IMPORTANT DIMENSION - ACHEIVE

REQUIRED DEPTH BY EXACT FORMING,

GRINDING, MILLING OR LEVELING BED.

OPTIONAL LOKCRETE ELASTOMERIC

CONCRETE LEVELING BED TO CORRECT

DEVIATIONS IN ELEVATION

*

0.50" [13mm]

2.00"[51mm] MINIMUM

4.00"[102mm] NOMINAL

6.00"[152mm] MAXIMUM

RSC Recessed Expansion Joint

(Slab-to-Slab)

RSC Vertical Deflection

(Reference Detail)

NOTE:

RUBBER SAFETY COVER IS CAPABLE

OF ACCOMMODATING BOTH PEDESTRIAN

AND VEHICULAR LOADING.

1.00" [25mm] MAX. VERTICAL OFFSET

FORM OR GRIND GRADIENT CHAMFER

SLIP-RESISTANT RUBBER STRIPS

IMPACT ABSORBING SAFETY

NOSING PAD

DUAL HINGED CONVEX COVER PLATE

HEAVY DUTY ALUMINUM

SLIP RESISTANT RAISED PROFILE

IMPACT SOUND DAMPER

0.375" [10mm] X 1.50" [38mm]

SS INSERT ANCHOR

12" [305mm] O.C.
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All rights of design, detail, engineering and/or
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Rubber Safety Cover Expansion Joint
RSC-850 Recessed w/4" Joint Opening
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