
VSS SERIES

VERTICAL SEALING

SYSTEM

LOKCRETE  ELASTOMERIC

CONCRETE EMBED MATERIAL

(RECOMMENDED)

IMPACT / SOUND

DAMPER

0.375"(10mm) X 3"(76mm) EPOXY SET ANCHOR

@ 18" (457mm) O.C. DRIVE LANES

and 9" (229mm) O.C. TURNING LANES

BLOCKOUT REPAIR (BY OTHERS)

ACHIEVE REQUIRED DEPTH BY

FORMING, GRINDING OR LEVELING BED.

HEAVY DUTY

STRUCTURAL

BASE FRAME

0.375"(10mm) X 3"(76mm)

FHMS/SS @ 18"(457mm) O.C.

INTREGAL

FLEXIBLE

GUTTER

60 MIL EPDM

FABRIC REINFORCED

RECESSED EXTENSION PLATE

0.375" (10mm) ALUMINUM (6005-T5) SLIDE PLATE

SLIP RESISTANT RAISED PATTERN PROFILE

SSP GUTTER TURN-UP BEHIND VSS

GUTTER 2.00'

DRAPE VSS GUTTER INTO SSP TURN-UP

GUTTER

ATTACH SSP GUTTER TO SIDEWALL WITH VSS

WALL MOUNT FRAMES.
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SSP- VSS Transition

SSP-TO-VSS GUTTER ASSEMBLY
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